
 
 

Purge Kit # 10080 
Installation Instructions 

 
 

1. Install the purge solenoid - just before the N20 solenoid using the 
blue swivel gauge port provided. 

2. Remove the nitrous feed line- from –4 Inlet fitting on the N20 
solenoid. Install the blue swivel gauge port to the –4 inlet fitting (be 
careful not to over tighten as the gauge port is aluminum and threads 
can easily be damaged). 

3. Replace the feed line- to –4 Inlet fitting on blue swivel gauge port 
4. Install 1/8” close pipe nipple-to the gauge port and attach the 

purge solenoid “in” to the nipple using a small amount of thread 
sealer. 

5. Install the compression fitting-  (1/8” NPT x 3/16”) to the “out” 
port on the purge solenoid 

6. Install the purge tubing-to the compression fitting and route to the 
desired location. (The purge “plume” should be visible by the driver).  
Secure the tubing using the 2 straps and screws provided. 

7. Install the purge button switch -in the desired location within easy 
reach of the driver. 

8. Attach 14-16 gauge wire- from the push button “COM 1” terminal 
to a “switched” 12v power source. (The switched terminal on the 
nitrous arming switch is a good place). 

9. Attach 14-16 gauge wire- from push button “NO 3” terminal to the 
blue wire on the purge solenoid. 

   10. Ground the black wire- on the purge solenoid to a good chassis ground. 
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